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MAQUINA DE COSER EN ZIG-ZAG
PARA RIBETEAR BAMBALINAS

ZIG-ZAG SEWING MACHINE
FOR EDGING VALANCES



G110

MAQUINA DE COSER EN ZIG-ZAG
PARA RIBETEAR BAMBALINAS

LaC110 proporciona un rebordeado de excelente calidad,
gracias al dispensador automatico de cintas, al kit de
costura (guia, pie, placa y garra) creado especialmente
por Alfredo Coli, el resultado sera un borde sin tension,
plano y regular.
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DATOS UTILES:

Cabezal Adler 524i
*  Motor electrénico de velocidad variable de bajo
consumo energético
+  Guia de costura extraible
Iluminacion del centro de costura
Dispensador automatico de cintas (opcional)

DATOS TECNICOS:

Altura mesa de trabajo: 78 cm

+ Alimentacién eléctrica: 220V AC

+  Consumo de energia: 0,5 kWh

* Ancho del zig-zag hasta 10 mm
Velocidad de costura: hasta 4000 rpm
Peso: 75 kg

FOCUS:

il Tejidos Acrilicos _] Dimensiones Minimas
Acrylic Fabrics Minimum Encumbrance

@® High Speed «& Custom Build

ZIG-ZAG SEWING MACHINE
FOR EDGING VALANCES

C110 machine allows you to have an excellent quality
edgebanding seam, thanks to the automatic tape
dispenser and the seam kit (guide, presser foot, plate
and feed dog) created by Alfredo Coli. The result will be
a tension-free, flat and regular edge.
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metros lineales kWh trabajando bajo nivel de
por minuto de costura 0,05 kWh en reposo mantenimiento
linear meters per kWh at work low level
minute of sewing 0,05 kWh at rest of maintenance
CARACTERISTICAS CE CERTIFIED BY
FEATURES:
ISTITUTO
i GIORDANO
USEFUL DATA:

Adler 524i head

+  Electronic variable speed motor
with low energy consumption

+ Removable seam guide
Lighting of the seam centre
Automatic tape dispenser (optional)

TECHNICAL DATA:

Worktop height: 78 cm

Power supply: 220V AC

Power consumption: 0.5 kWh

Zig-zag seam width up to 10mm
+  Sewing speed: up to 4000 revolutions/minute
+ Weight: 75 kg

SERVICIOS

Servicio Comercial

Nuestro personal comercial te ofrece el mejor
asesoramiento posible para guiarte en la eleccion de
los sistemas mas adaptados a tus necesidades.

Atencion al Cliente

Se hace cargo de tus peticiones y se asegura de
que todo proceda. Te informa y te actualiza sobre tu
pedido.

Instalacion y Test

Nuestros técnicos estaran a su disposicion durante
toda la fase de instalacion y prueba de nuestras
maquinas.

Postventa

El servicio de postventa esta siempre disponible para
que los productos que has comprado sean siempre
eficaces.

SERVICES

Sales

Our sales staff will offer the best possible advice to
guide you in choosing the solutions that best meet
your needs.

Customer Care
Takes care of your requests, informs and updates you
on the status of your order.

Installation and Testing
Our technicians are available to assist you with the
installation and testing of all our machines.

After Sales

Our After Sales service is always available to ensure
that the products you have purchased are always
efficient and productive.
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